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FOOD GUARD GREASE 

NLGI TEMP RANGE THICKENER BASE OIL VISCOSITY COLOUR EP 

2 -30°C – 150°C ALUMINIUM COMPLEX 220 cSt, 40°C WHITE YES 

DESCRIPTION 
 
TREBLEX Food Guard EP2 Premium white  

Aluminium Complex grease specially developed for the  

lubrication of all types of machinery used in the food  

processing industry.  

Food Guard is registered with NSF (category H-1) and also 

complies with FDA Regulation 178.3570 requirements for 

incidental contact with food. In addition it is Halal certified 

and approved by Australian Quarantine Inspection Service 

(AQIS).  

Food Guard contains an advanced additive  

technology system that will provide outstanding extreme 

pressure (EP) and antiwear (AW) performance along with  

protection from corrosion, oxidation and water washout.  

The state-of-the-art equipment and procedures  

employed to manufacture Food Guard engender them with a 

high degree of mechanical and good storage stability. They 

will not breakdown under high mechanical stress. In storage 

they will not release abnormal amounts of oil. 

 

BENEFITS 

 Excellent protection from corrosion,  

           oxidation and water washout. 

 Reduced wear under high or shock loads 

 Strong adhesive properties 

 Excellent mechanical stability  

 Advanced additive technology 

 Outstanding extreme pressure (EP) and  

 anti-wear (AW) performance. 

 Formulation meets (category H-1) incidental 

contact with food requirements. 

 Multipurpose applications 

APPLICATIONS 
 
Food Guard is recommended for use in most 

grease applications encountered in food  

processing plants. They are suitable for rolling 

element bearings, plain bearings, gears and 

couplings. 

The recommended operating temperature 

range is from -30°C to 150°C. Food Guard 

greases can endure higher temperatures for 

short periods or if the lubrication frequency is 

increased. 

TEST VALUE 

SOAP /THICKENER TYPE Aluminium Complex 

Colour white 

WORK PENETRATION 280 

DROP POINT °C 265 

4-BALL WELD,KG 200 

4-BALLWEAR SCAR,MM 0.5 

Timken OK load, kg 18 

WATER Wash out, wt% 5 

ASTM Rust Test Pass 

Microbiological Contamination Less than 10 colonies/gram 

TYPICAL CHARACTERISTICS 

Package sizes:450g 

Code: TGFG SAFETY 

Please read SDS sheet before use. Keep out of reach of children. 

Information contained herein is accurate at the time of writing this document. However specifications change from time to time, please ensure that the specifications meet your requirements. 


