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DESCRIPTION

Treblex BARC is specifically formulated with a molecular
structure similar to bitumen, enabling it to rapidly penetrate
deposits and reach the adhered surface beneath. By working
between the bitumen and the substrate, it effectively breaks
the bond and lifts the material for easy removal.

BARC keeps dissolved bitumen particles suspended in
solution, allowing them to be removed as waste or separated
for recycling. Its chemical compatibility with bitumen enhances
solvency, delivering faster and more efficient cleaning than
traditional methods.

After rinsing, BARC leaves a light residual film that helps

reduce future bitumen adhesion, making subsequent cleaning
easier and faster. As a superior alternative to kerosene and
diesel, BARC improves cleaning efficiency, reduces labour
requirements and equipment downtime, and delivers ongoing
maintenance cost savings.

FEATURES

. Non toxic, hydrocarbon-free, non caustic, non flammable.
. 100 % bio-degradable.

. Environmentally friendly.

o Non-carcinogenic microbial action effectively reduces the waste to a
non polluting product.

. Safe and easy to use. 5. =
. Requires no mixing.

. Has a very high flashpoint > 150 °C working machinery.
. Can coat as well as clean when required.

. No odour.

. Effective with most oils and similar soils.
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APPLICATIONS

When used as directed Treblex BARC can be used for the following applications:
o Formulated specifically to remove bitumen and asphalt.

o To be used on all equipment associated with the application of bitumen and asphalt.

o Also removes bitumen from concrete, paving’s, kerbs and brick workshop floors and bench tops.
Can be used for coating as well as cleaning equipment.

DIRECTIONS

Best results have been achieved once dust and mud have been removed and the surface allowed to dry.

Apply BARC with a hand held pressure sprayer and allow to penetrate for 15 to 20 minutes.

Rinse off with a high pressure sprayer, preferably using hot water.

Heavily encrusted areas may need a second application to allow BARC to penetrate fully.

Sizes: 5, 20, 200, 1,000L

SAFETY : Not classified as hazardous. Please read SDS sheet before use. Keep out of reach of children.

Information contained herein is accurate at the time of writing this document. However specifications change from time to time, please ensure that the specifications meet your requirements.



